
Data Sheet 36652

Adhesive mortar engineered specifically for the installation of thin 
adhered veneer on vertical surfaces

Suitable Substrates 
n Concrete
n MVIS™ wall float mortars 
n Concrete masonry unit (CMU)
n Cement backer board
n Scratch coat

FEATURES  BENEFITS

Part of the MVIS™ wall assembly Performs as one component of a comprehensive system

Up to a 5-year extended product warranty* Peace of mind under the LATICRETE brand

Excellent bond strength Durable and secure in challenging environmental conditions

Available in brown, grey, and white Complements most stone veneer colors in stacked applications

Surpasses updated IBC & IRC code requirements Code compliance means worry free construction

MVIS™ BUILDERS VENEER MORTAR

Approximate Coverage 
26 - 60 ft2 (2.4-5.6 m2)

Uses
n  Adhesive bonding mortar for vertical installation of thin adhered veneer on 

exterior and interior installations. 
n Ideal for residential and multi-family home construction.

Packaging 
50 lb (22.7 kg) bag, (56 bags/pallet)

Available Colors 
Brown, Grey, and White

Item Number 
9330-0050-XX 

*When used with MVIS™ WCI water and crack isolation membrane

WEATHERPROOF PACKAGE

EMBALLAGE IMPERMÈABLE

PAQUETE RESISTENTE A LA INTEMPERIE
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